CGEnx- 2B Service Bulletins (SBs)

SB 72-0415 R02 ENG NE - P1 HPC Rotor Assenbly (72-31-00) - Inspection of the Stages 6-10 Conpressor Rotor
Spool Stages 6-8 Webs for Scratches

Revi sed:
GEnx- 2B SERVI CE BULLETIN - 72-0415 RO2 11/ 05/ 2020

SB 72- 0415 R02 ENG NE - P1 HPC ROTOR ASSEMBLY (72-31-00) - | NSPECTI ON OF THE | ssued:
STAGES 6-10 COVPRESSOR ROTOR SPOOL STAGES 6-8 WEBS FOR SCRATCHES 04/ 24/ 2020

GE Desi gnat ed: - CONFI DENTI AL-

The information contained in this docunent is GE proprietary information and is

di scl osed in confidence. It is the property of GE and shall not be used, disclosed to
ot hers or reproduced wi thout the express witten consent of GE, including, but wthout
l[imtation, it is not to be used in the creation, manufacture, devel opnent, or
derivation of any repairs, nodifications, spare parts, designs, or configuration
changes or to obtain FAA or any other governnment or regulatory approval to do so. If
consent is given for reproduction in whole or in part, this notice and the notice set
forth on each page of this docunent shall appear in any such reproduction in whole or
part.

This technical data is considered subject to the Export Adm nistration Regul ations
(EAR) pursuant to 15 CFR Parts 730-774. Transfer of this data by any neans to a
Non- U. S. Person, whether in the United States or abroad, w thout the proper U S
Gover nnent aut horization (e.g., License, exenption, NLR, etc.), is strictly
prohi bi t ed.

Copyri ght (2020) Ceneral Electric Conpany, U S A

TRANSM TTAL | NFORVATI ON

REVI SION 2 TO SERVI CE BULLETIN 72-0415

Revision 2 is issued to update paragraph 1., PLANN NG | NFORVATI ON.

Revision 1 was issued July 24, 2020. The original was issued April 24, 2020. Revision

bars in the left margin identify changes.

1. PLANNI NG | NFORNVATI ON

A. Effectivity

* * * GEnx-2B67, -2B67B, -2B67/P
This Service Bulletin is applicable to GEnx-2B engines with the foll ow ng
stages 6-10 conpressor rotor spools installed:

* The stages 6-10 conpressor rotor spools P/N 2357MB0Q02, P/ N 2439M35Q02, and P/ N 2445MA0G02
with all serial nunbers are affected by this Service Bulletin.

* The stages 6-10 conpressor rotor spools P/N 2340M36Q01 that have a serial nunber listed in
paragraph 4., APPENDI X - A, Table 1 are affected by this Service Bulletin.

* The stages 6-10 conpressor rotor spools P/N 2628Mb6Q01 that have a serial nunber listed in
paragraph 4., APPENDI X - A, Table 2 or Table 3 are affected by this Service Bulletin.

NOTE: The above |isted stages 6-10 conpressor rotor spools are installed on CGEnx-2B engi nes, serial
nunbers 959-101 through 959-743 based on the best avail abl e data.

B. Description
This Service Bulletin provides a one-tinme inspection of the affected stages
6- 10 conpressor rotor spool stages 6-8 webs for surface anomalies such as tool
dents, nicks, gouges, or scratches.
Revision 1 of this Service Bulletin adds GeEnx-2B S/ B 72-0385 and CEnx-2B S/ B

72- 0398 stages 6-10 conpressor rotor spool serial nunber popul ation affected by
tool dent.

C. Conpliance
Cat egory 2
This Service Bulletin provides an inspection that has the sanme pass/fai
criteria as previously rel eased tool dent Service Bulletins, but the stages
6- 10 conpressor rotor spool area that is inspected is larger. Therefore, stages
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6- 10 conpressor rotor spools which conplied with this Service Bulletin are in

conpliance with GEnx-2B S/ B 72-0385 and GEnx-2B S/ B 72-0398 for tool dent

i nspecti on.

* For the stages 6-10 conpressor rotor spools P/N 2357M30@02, P/ N 2439M35Q02, P/ N 2445MA0Q02 and
engines listed in paragraph 4., APPENDI X - A, Table 1 and Table 2, GE recomends that you
do this Service Bulletin at the next shop visit but before the stages 6-10 conpressor rotor
spool reaches 6,500 cycles since new (CSN). Engines that conplied with the GEnx-2B S/ B 72-0385
and GEnx-2B S/ B 72-0398 for tool dent inspection, before Revision 1 of this Service Bulletin
is released, are required to conply with Revision 1 of this Service Bulletin on next shop
visit, with no CSNlimt.

*For engines listed in paragraph 4., APPENDI X - A, Table 3, GE recomends that you do this
Service Bulletin at the next shop visit but before the stages 6-10 conpressor rotor spool
reaches 6,500 CSN.

| npact A
This recomendation is to address a condition that may affect Flight Safety.

NOTE: This Service Bulletin can be done in shop.

This Service Bulletin is offered to inprove the reliability or performance of
your CE product, or to help prevent the occurrence of the event or condition

described in this Service Bulletin. If the operator elects not to participate
in the bulletin, that decision will be taken into consideration by GE in

eval uating future product performance issues that may arise in the operator's
fleet.

Concurrent Requirenents
None.

Reason
(1) njective:
To reduce significant events.
(2) Condition:
It has been confirned that the fluorescent penetrant inspection (FPI) has not been done on

the stage 6, stage 7, and stage 8 webs on the affected popul ati on of stages 6-10 conpressor
rotor spools.

(3) Cause:
Potential surface anomalies in the stages 6-10 conpressor rotor spool stage 6, stage 7, and
stage 8 webs reduce the fatigue life of the stages 6-10 conpressor rotor spool.

(4) Inspection:
The inspection is to be done one tinme in order to identify if the stages 6-10 conpressor
rotor spool has an unserviceabl e surface anomaly.

(5) Substantiation:
Substantiation is by anal ysis.

Appr oval

The data contained in this Service Bulletin has been reviewed by the FAA or
aut hori zed entity representing the FAA and the repair(s) and nodification(s)
herein conply with the applicable Aviation Regul ati ons and are APPROVED f or
installation in the nodel (s) listed in this Service Bulletin.

Manpower

After you get access to the stages 6-10 conpressor rotor spool, you wll need
approximately 5 man-hours to do the inspection portion of this Service
Bul | eti n.

Wei ght and Bal ance

Wei ght and bal ance are not changed.

Ref erences (Use the |latest version of these docunents)

CEK 114119, CEnx-2B Engi ne Manual (EM

GEK 114120, GEnx-2B d eaning, Inspection, and Repair Manual (CIR)

CGEK 114122, GEnx-2B Engine Illustrated Parts Catal og (ElI PC)

CGEnx-2B S/ B 72-0385, ENG NE - Hi gh Pressure Conpressor Rotor Assenbly
(72-31-00) - Inspection of the Stages 6-10 Conpressor Rotor Spool Stage 8 Wb
for Dents

CEnx-2B S/ B 72-0398, ENG NE - High Pressure Conpressor Rotor Assenbly
(72-31-00) - Inspection of the Stages 6-10 Conpressor Rotor Spool Stage 6 and
Stage 7 Webs for Dents

NOTE: The reference docunent listed belowis for the engine manufacturer's internal use only:

BPP/ EPEX No.: 20-72-31-89604

J. Publications Affected
None.
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K. Lnterchangeability
Not appli cabl e.
L. Software Acconplishnment Sunmary
Not appli cabl e.
2. MNATERI AL | NFORNMATI ON

A. Miterial - Price and Availability
(1) Parts necessary to do this Service Bulletin:
None.
(2) O her Spare Parts:
None.
(3) Consumabl es:
None.

B. Lndustry Support Information
| ndustry support is available for this Service Bulletin. Contact your Customner
Support Manager (CSM for nore details and reference nunber D 1222-21Y.

C. Configuration Chart
None.

D. Parts Disposition
None.

E. Tooling - Price and Availability
Refer to the GEnx-2B EM 72-00-00, SPECI AL PROCEDURE 023.

3. ACCOVPLI SHVENT | NSTRUCTI ONS

A. General
(1) Do one of the inspections of the stages 6-10 conpressor rotor spool (1, Figure 1) that
fol | ow

(a) Do an inspection of the stages 6-10 conpressor rotor spool (1) stage 6, stage 7, and
stage 8 webs, web transitions, and bore faces as foll ows:

1 Do the necessary disassenbly of the engine for the inspection. Refer to the

GEnx-2B EM 72-00-00, SPECI AL PROCEDURE 023.

2 Do an inspection of the stages 6-10 conpressor rotor spool (1, Figure 1) stage 6,
stage 7, and stage 8 webs, web transitions, and bore faces in accordance with
GEnx-2B EM 72-00-00, SPECI AL PROCEDURE 023, rel eased on March 26, 2020 or a |l ater
approved revision.

Do the necessary engine assenbly after the inspection. Refer to the CEnx-2B EM
72-00- 00, SPECI AL PROCEDURE 023.

[oM)

OoR

(b) Do an inspection of the stages 6-10 conpressor rotor spool (1, Figure 1) stage 6,
stage 7, and stage 8 webs, web transitions, and bore faces in accordance w th GEnx-2B
CI R, 72-31-45, | NSPECTION 001, Subtask 72-31-45-160-002, Revision 19, Cctober 01, 2017
with the increnental change (1 C rel eased on Cctober 13, 2017 or a | ater approved
revision.

NOTE: For conpliance with piece-part |evel eddy current inspection, a check nmust be done of
shop visit docunentation, as in the inspection specified in GEnx-2B CIR, 72-31-45,
| NSPECTI ON 001, Subtask 72-31-45-160-002.
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LEGEND:
1. STAGES 6-10 COMPRESSOR
ROTOR SPOOL G0 5688-00
St ages 6-10 Conpressor Rotor Spool Location
Figure 1 (Sheet 1)
_ GE PROPRI ETARY | NFORMATION - Not to be used, disclosed to others or
Date Printed: reproduced w thout the express witten consent of GE. Technical data is Page
2020/ 11/ 18 considered | TAR and/or EAR controlled; transfer of this data to a Non-US 4 of 8

Person, wi thout USG authorization, is strictly prohibited.



GEnx- 2B Serv

ice Bulletins (SBs)

SB 72-0415 R02 ENG NE - P1 HPC Rotor Assenbly (72-31-00) - Inspection of the Stages 6-10 Conpressor Rotor
Spool Stages 6-8 Webs for Scratches
INSPECTION
AREA
1 {REF)
£ FWD i
{/ t | 'i
—
/ STAGE 10
STAGE 6 STAGE 8 \
STAGE 7 STAGEQ
COMPRESSOR
TUBE DISCHARGE
IMPELLER PRESSURE
SEAL
A-A
G015808-00
St ages 6-10 Conpressor Rotor Spool Location
Figure 1 (Sheet 2)
4. APPENDI X - A
Table 1: Affected Popul ati on of Stages 6-10 Conpressor Rotor Spools P/ N 2340M36Q01
Serial Nunber Serial Nunber Serial Nunber Serial Nunber Serial Nunber Serial Nunber
GWNONO3M GWNON76P GWNONCD1 GWNONPP5 GWNOP89C GWNOPKJ4
GWNOPPJT -- -- -- -- --

NOTE: This Table 1 stages 6-10 conpressor
GeEnx-2B S/ B 72-0398 for tool

rotor spool population is added from CGeEnx-2B S/ B 72-0385 and

dent inspection. This popul ation has been added to Revision 1 of this

Service Bulletin.

Tabl e 2: Affected Popul ati on of Stages 6-10 Conpressor Rotor Spools P/ N 2628VMb6Q01
Serial Number Serial Number Serial Number Serial Number Serial Number Serial Number
GANOWG11 GANOVKTM GAWNOWLOD GANOWMI R GANOVWNG P GWNOVWNHB
GANOWNI L GANOVWNK6 GANOWP4A P GANOWPK2 GANOWPLJ GANOVWRA 5
GANOVRAK GANOVREM GANOWRSN GANOVREP GANOVRFH GANOVRFJ
GANOVRFW GANOVRGD GANOWTAJ GANOWI C6 GANOWICJ GANOWIDG
GANOWI DH GANOWIDJ GANOWTFL GANOWTFW GANOWIWI GANOWT VWV
GANOWND 2 GA\NOWAD4 GANOWAD S GANOWAFK GANOWAG GANOWAGK
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GANOWAHL GANOWALE GANOWNLW GAN1002L GWN1003R GAN1003T
GWN1005R GWN1006P GWN10092 GWN1009M GAN1O09N GWN100K4
GAN100KS5 GWN10OOLD GMN1OOLG GAN10184 GWN1018L GWN1019E
GAN1019L GAWN101PH GAWN101PK GAN1027W GAN10283 GAWN102A0
GWN102CF GAN102DM GAWN102DT GAN1O2NN GWN102P1 GAN102P2
GMWN102T1 GMN102TR GMWN1031C GAN1031M GWN1038F GAN1039E
GWN1039F GWN103AN GWN103D6 GAWN1O03NL GAN103R2 GAN103Wb
G\N10424 GWN10425 GAN1049W GWN104EP GWN104CE GAN104TL
GANLOATT GAN10512 GAN10513 GANL1053A GWN1053D GWN1053E
GAN1059L GAN1059M GAN1O5CW GAWN105D0 GAN105D5 GAWN105F4
GAWN105TK GAN1OSTT GMAN105TW GAN1060R GWN10614 GAN10615
GWN10636 GAN10637 GWN10638 GAN1063H GWN106FK GAN106GP
GWN106J1 GWN106J4 GAWN106JM GWN106MF GAN106MG GANLO72A
GAN1073A GWN10762 GAN10763 GMN1077G GMWN1077H GANLO79A
GAN1079C GAN107MF GAN107M) GAN107T1 GMWN107T4 GAN1083R
GAN1083T GAN1083W GWN10840 GAN10841 GWN108CK GAN108DJ
GWN108EL GAN10940 GM\N10941 GAN1094L GAN1094M GAN1096G
GWN1097C GWN1097D GAN10981 GWN1098H GAN109A1 GWN109A6
GAN1O9F5 GWN109F6 GAN1O9HP GWN109J0 GAN109JA GANLOA4AM
GANL1OA4N GANLOA7M GAN1O0AGS GAN1OAHA GAN10AKY GAN10AKG
GWN10ALG6 GAN1OAL7 GWN10C03 GAWN10COF GWN10C0G GAN1O0C2P
GAN10CA7 GAN10CA48 GWN10C57 GAN10C8G GWN10CAG6 GAN1O0CDW
GMWN10CHA GWN10CH GWN1OCW GWN10DOG GWN10DOH GAWN10D0J
GAN10DCA GWN10DCO GWN10DCP GWN10ODDA GA\N10DDC GWN1ODED
GAWN10DHO GAWN10DH1 GANLODNR GANLODNT GAWN10ODPC GAN10DPH
GANLODTT GAN1ODTW GAN10E29 GMWN10E2G GWN1OESL GWN1OESM
GWN10E9K GAN10ECM GAWN10ECN GWN10EF1 GAN10EN2 GAN1OENS
GAN1OENW GAN1OERW GWN1OETS8 GAN1OF4W GWN10F50 GAN1O0F58
GWN10FD1 GWN1OFE7 GAWN1OFEM GWN1OFH7 GAN1OFJ6 GAWN1OFJ7
GMN1OFLS GWNLOFTK GWNLOFTL GWN10G02 GAN1003 GAWN10G39
GMN10G/R GAN1OGON GMN1OGRR GAN1O0GTN GANLOGNC GANLOGAD
GAN10H1J GAN10HI98 GWN10HOP GAN10HAO GWN10HCO GAN1OHCA
GAN10HDA GAN1IOHWVR GWN10HPF GAN1OHPJ GWN10HPP GAN1OHPR
GWN1OHTE GAN1OHWB GANLOHW: GWN10J56 GAN10J8A GAWN10JA7
GMWN10JES GAWN10JE4 GAWN10JKW GWN10JMF GANLOJINT GWN10JPC
GAN10JPW GAN10JT1 GAN10K39 GAN10K51 GANLOKSF GWNL1OK7E
GWN10K7F GAN10KF4 GWN10KG6 GAN10KH2 GWN10KKO GAN1OKL4
GWN1OKLS8 GAN10LOC GMWN10L2C GAN10L30 GWN10L34 GAN1OLDD
GWN1OLES GWN1OLF3 GWN1OLFJ GWN1OLFK GMWN1OLIM GAWN1OMD6
GAWN1OMBK GAN10MB8 GAN10MB8 GWN10MDG GWN1ONMDH GANLOMGT
GANLOMGW GAN1OMHR GAN1OMNJ GAN1OMR4 GANL1OMRS GANLOMAC
GAN1ONO4 GAN1ON16 GANLONAJ GANLONCF GANLONCG GAN1ONFO
GAN1IONF1 GANLONGT GAN1ONK2 GAN1ONKS GAN1IONVN GANIONNL
GAN1IONPA GANIONTS8 GANIONT9 GANLIONTA GAWN10P4R GAN1OPAT
GWN1OP6D GWN1OP6E GMWNLOP7T GWN10PSL GAN1OPKR GANLOPKT
GWN1OPLD GAN1OPMD GANLOPMA GAWNLOPMR GAN10OPP2 GANLOPWN
GAN10RO0 GAN1OR2M GAN1ORSL GMN1OR7C GMN1OR7D GMN1O0R7G
GWN10R87 GAN10ROC GWN10RAF GAN10RLJ GWN10RLK GAN1ORNH
GWN10RP3 GWN10RPA4 GMWN10RRJ GAN10T1J GWN10TS5W GAN10T60
GMWN1OT6R GWN1OT7K GMN1O0T7R GWN1OT8R GAN10T92 GWNLOTDR
GMN1OTEM GAWNL1OTEN GM10TGHA GAWN10TL1 GANLOTMT GMNLOTTF
GANLOTW2 GAWN10TWG GAN10WDO0 GAN10WD1 G\N1LOWMP GANLOWBE
GAN1OWBG GANLIOVBA GAN1OWBC GAN1OVBR GWN1OWFL GAN1LOWHD
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GWN1OWAHL GAN1IOWLR GAN1IOW.W GAN1OWND GAN1IOWNT GANLOWRD
GAWN1101J GWN1101K GMN1102M GWN11064 GAN11065 GMWN1107G
GAN11092 GANL10AT GAWN110CA GWN110CC GMW1112D GAN11132
GAN1116T GMN1117F GAN11194 GAN111AN GMWN111D7 GAN111DH
GAN111HK GAN111HN GAN111L3 GAN111MVB GMAN111T8 GAN111TJ
GMWN1120G GMWN1124F GMWN1124G GAN11291 GWN112CA GWN112F1
GWN112J9 GAWN112JJ GMWN112L4 GAWN112L5 GM\N112R4 GAWNL12WF
GANL12WH GAWN11313 GMWN11315 GWN1132F GMWN1134K GAN11381
GMWN1138E GAWN113A9 GMN113CG GAN113CL GMN113CR GAN113DJ
GANL113E9 GANL13ET GAN113KL GAN113MD GAN113MN GANL13MR
GWN113RC GMWN113RD GMN113RR GWN11467 GM\N11468 GAN1146T
GMWN11491 GAN114AE GWN114AF GAN114EN GWN114HD GAN114HJ
GAN114KM GANL14MA GAN114MV GWN114PC GMW114RJ GWN114RK
GAN1150M GAWN11514 GWN11522 GWN11523 GAN1156N GWN1156P
GAN1158A GANL15AA GAN115AL GAN115AM GAN115G/ GAN115JK
GWN115JL GAN115N5 GMWN115PE GAN115T9 GAN115TA GAN115W®
GWN11606 GAN11648 GMWN1165F GMWN11674 GWN116EN GMWN116Q0
GWN116KO GWN116K1 GANL16NN GANL16NW GMWN116RK GWN11744
GMN1175J GAWN11796 GMN117AC GWN117D5 GMWN117DD GMN117ER
GANL17F7 GWN117HE GM117JE GANL17WA GMWNL17WE GAN1180K
GAN1186R GAN11889 GAN1188A GAN1188C GWN118D3 GAN118HR
GAN118HT GAN118KH GWN118KJ GAN118MJ GWN118ND GAN118WC
GAN1192W GWN1193P GMN1194F GAN1194L GAN1194N GAN119A8
GWN119DJ GWN119DK GWN119F1 GWN119F7 GAN119JT GANL19KW
GAN119P4 GAN119T3 GAN11AOW GAWN11A32 GAN11ASH GANL11ASK
GAN11A87 GAN11AE] GAN1L1AHP GMN11ALP GANL1AMP GAN1L1AWD
GMWN11COP GAN11C4A2 GWN11C44 GAN11C6H GAWN11C83 GAN11C87
GWN11CA7 GMWNL1CET GWN11CGC GMWN11CLD GWN11CLM GAN1I1CNS
GAN11CP8 GWN11CR2 GAN11CR8 GAN11CWP GMWN11D1H GWN11D25
GMN11D5C GMWN11D7E GAN11DOW GWN11DA9 GAN11DAA GWN11DCW
GW\N11DDE GANL1F1IN GAN11F28 GMN11F57 GMWN11F6J GAN11F93
GMW11FOP GAWN11FAM GMWN11FET GMN11FG3 GWN11FGF GAN11FH8
GMWN11FJH GAN11FL8 GMN11FLH GWN11FPO GMWN11FT2 GAWN11FTW
GAWNL1FWF GWN110H GMN11&0L GMWN11GL10 GM11G&22 GMWN11G3E
GAWN1200K GWN12022 GWN1202C GWN1203F GMW1204 GWN120GC
GMWN120HG GAWN120JP GAN120JT GWN120PE GAN120WM GAN12128
GAN121N9 GAN121NA GAN121NC GMWN121TR GWN12290 GAN12293
GWN122CH GWN122C) GAN122RA GWN122T1 GAN122TT GAN12K22
GM\N12KA4AF GWN12K4G GWN12K56 GWN12KAE GAN12KE9 GWN12KFH
GWN12KG/ GWN12KH4 GWN12KK1 GWN12KT8 GAN12L08 GWN12LOK
GMN12L2G GAN12L3M GM12LA GMN12L 3D GMN12LGF GAN12LJ4
GAN12LKY7 GAN12LMB GAN12LN6 GAN12LP8 GMN12LPC GAN12M26
GWN12M3P GAN12MA1 GWN12M6P GAN12MBR GWN12M76 GAN12M7F
GAN12MBA GAN12M-7 GWN12MEC GAN1L2MGE GAN12MH7 GAN12MVD
GA\N12MVB GAN12M\J GWN12MPG GWN12N1C GAN12N26 GWN12N36
GAN12N39 GAN12N41 GANL12NSR GWN12N76 GAN12N95 GAN12NC6
GAN12NCE GANL2NFC GAN12NLO GANL2NNA GAN12NR4 GAN12NR7
GWN12P1L G\N12P24 GWN12P26 GMWN12P7G GWN12P7K GAN12P8K
GMWN12P8P GMWN12PFG GWN12PK6 GWN12PL8 GWN12PLL GAN12PNO
GAN12PNP GWN12PP9 GAN12PR5 GWN12R39 G\N12R60 GWN12R61
GM12R75 GAN12R88 GMWN12RF6 GWN12RGL GAN12T01 GANL2V\RH
GAN12WRL GAN12WI'6 GMWN12WTE GWN13307 GWN1330E GAN13390
GAN133LA GAN133MB GWN13410 GAN13493 GWN13494 GAN134AH
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GA\N134FJ GAN134KW GAN134N5 GAN134NR GA\N134T6 GA\N13560

GM\N13582 G\N13596 GWN135CC GAN135E9 GMWN135L5 GAN135N1

GWN1360K G\N13621 G\WN1362F GA\N13653 GN13668 GMN1368R
GAN13698 GAN136AL GA\N136C9 GMWN1371G GWN1372K GAN1376W
GM\N1378E G\N1378W GA\N13796 GAN1379J GAN137FL G\N137H6

GWN137HE GANL37HT G\N137PA GAN137WC GN13819 GA\N1383C
G\N1384M G\N13864 G\N138AM GM\N138C1 GAN138E3 G\N138JG
G\WN138IM GAN138KC GAN138L8 GAN138N1 GWN138P9 GAN138TC
GM\N13913 GA\N13929 GA\N1392J G\N1395H GW\N1396P GAN13978

GA\N139H6 G\N139J4 GAN139LP GAN139RA GMWN139TR GWN13A2E
GN\N13A76 GANL3ATA G\N1L3AEW GAN13AFG GAN13AHG G\N13CAG
GWN13CGG G\WN13CIH GWN13CIP GAN13CLJ GAN13CRP GA\N13EK9

GA\N15RT7 G\N15RT8 GMWN15T15 GAN15T35 GM\N15T41 GMWN15TCF

GMWN15TCM GMN1L5TEM GMNL5TF7 GMN15TFE GWNL5TN2 GAN15TNS

GAN15TNG GAN15TPJ GMWN15TRP GAWN15TWE GWN15WLN GAN15W9

GA\N15WAN GAN15WsH GAN15WsL GAN15WBC GAN15W®3 GA\N1L5W 7

G\N15VWP GAN15WA6 -- -- -- --

NOTE: This Table 2 stages 6-10 conpressor
GeEnx-2B S/ B 72-0398 for

Service Bulletin.

t ool

dent

rotor spool
i nspection.

popul ation is added from CeEnx-2B S/ B 72-0385 and
Thi's popul ati on has been added to Revision 1 of this

Tabl e 3. Affected Popul ati on of Stages 6-10 Conpressor Rotor Spool P/ N 2628Mb6(&01
St ages 6-10 St ages 6-10 St ages 6-10
Conpr essor Rot or Conpressor Rot or Conpressor Rot or
Spool Seri al Engi ne Seri al Spool Seri al Engi ne Seri al Spool Seri al Engi ne Seri al
Nunber Nunber Nurber Nunber Nurber Nunber
GMWN12117 959- 709 GMWN1212H 959-710 GM\N122RC 959-711
GW\N13382 959-712 GWN13391 959-713 GMWN133LC 959- 715
GA\N133 M7 959-714 GA\N13401 959- 725 GA\N1344W 959- 276
GAWN13531 959- 319 GMWN135ER 959-718 GWN135P0 959-719
GA\N136L6 959-721 GM\N1378K 959- 743 GMWN137GR 959- 722
GA\N139EF 959-731 GMWN139GR 959-724 GA\N13AEH 959- 726
GWN13AEL 959- 727 - - -- - - --

NOTE: This Table 3 stages 6-10 conpressor

Service Bulletin. There is no change in Revision 1 of this Service Bulletin.
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